
LU-2800-6 Series
Semi-dry, Unison-feed, Lockstitch Machine 
with automatic thread trimmer of V-Belt type

The long distance from the machine arm to the needle contributes to improved workability.

The V-belt type machine head is added to 
the machine lineup following the Direct-Drive type.

High and long arm has been adopted.

LU-2810-6

LU-2860-6

LU-2810-6
1-needle, Vertical-axis Large Hook

LU-2828-6
1-needle, Vertical-axis 2.7 Fold-Capacity Hook
(needle thread roll-in and shorter - thread remaining type)

LU-2860-6
2-needle, Vertical-axis Large Hook

1-needle
type

2-needle
type
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LU-2828-6

LU-2828-6

LU-2860-6

Functions for improving seam quality and workability.
The long distance from the machine 
arm to the needle contributes to 
improved workability

20mm

Dramatically advanced availability for material

2-pitch dial

9mm

※LU-2828-7 can produce the effect of shorter-thread remaining by making condensed stitch 

Beautiful finished seams

Surface side

Back side

Remaining-thread length : 5mm

The needle thread does not remain on the surfase side of the material.
(The needle thread clamp is turned ON.)

The material at 
the beginning of sewing

The material at 
the end of sewing The thread trimming mechanism has been completely 

renewed. The industry's shortest remaining thread 
length achieved by trimming the thread close to the 
fixed knife at the last stitch (condensed stitch).
(The length of remaining needle thread is 5mm)

High and long arm has been adopted. The machine 
is suited to the sewing of car seats, sofas and bags. 
It is a sewing machine provided with dramatically 
improved workability and functions which are 
required for sewing large products and extra 
heavy-weight materials.

The shorter-thread trimming mechanism
(needle thread roll-in and shorter-thread remaining type)

Double tension provided as : 
standard

Walking-foot/presser-foot alternating
vertical movement mechanism

Stitch length can be changed 
over among different lengths.

Eccentricity of the feed driving 
cam is adjustable.

Higher lift of the presser bar

New bobbin thread spool device New lubrication system

2.0 / 2.7 fold-capacity hookMulti-functional 6-string switch

Adjustable
screw

2.7 fold-capacity hook2 fold-capacity hookLU-2828-6
Semi-dry, 1-needle, Unison-feed, Lockstitch Machine 
with Vertical-axis 2.7 Fold-Capacity Hook
(needle thread roll-in and shorter-thread remaining type)

LU-2810-6
Semi-dry, 1-needle, Unison-feed, Lockstitch Machine 
with Vertical-axis Large Hook

LU-2860-6
Semi-dry, 2-needle, Unison-feed, Lockstitch Machine 
with Vertical-axis Large Hook

This is a high-performance machine which 
no longer requires thread picking at 
the beginning and end of sewing. 

LU-2828-6LU-2810-6/
LU-2860-6

Adjustment of the eccentricity of the feed 
driving cam has been enabled. As a result, 
the sewing machine is able to perform 
sewing with the feed that is best-suited to 
the material and thread used. It is no longer 
necessary to prepare other subclass model 
sewing machines.

A presser bar height of 20mm is achieved 
when using the automatic presser bar lifting 
lever. Thanks to this feature, the process of 
joining leather and heavy-weight sponges, 
which are usually used as materials for 
expensive sofas, can be carried out with 
ease.

Lubrication system is powerful and stable 
even low speed.

In addition to the one-touch type reverse 
feed switch, a multi-functional 6-string 
switch is also provided.

①Alternating vertical movement of the 
walking foot and presser foot changeover 
②Automatic reverse feed stitching 
prohibition ③One-stitch correction ④Stitch 
length changeover ⑤Tension disk No.1 
open/close ⑥Needle thread clamp

A dual-tension is provided as standard 
responding to the sewing with thick thread 
under a higher tension

The adopted feed mechanism makes up 
less variance of the balance of the 
alternating vertical movement amounts. 
The maximum presser foot lift is 9mm 
which can be adjusted with ease by the 
large dial on top of the machine head.

The sewing machine with a thread trimmer 
is provided as standard with a 2-pitch dial. 
One unit of this sewing machine is able to 
sew different sewing lengths since the 
sewing length can be instantaneously 
changed over.

New bobbin thread spool device is no 
neccessity of winding thread manually. 
The spool device easy starts winding 
thread just by setting the bobbin.

With the adoption of this vertical-axis 2.0 / 2.7 
fold-capacity hook, the frequency of bobbin 
thread winding is reduced, promising sewing 
work of increased efficiency. The hook which 
can be adjusted with screw amout of needle 
guard contact to needle. 

When the needle thread clamp at the beginning 
of sewing is turned ON, the needle thread is not 
remained on the front side.

① ② ③ ④ ⑤ ⑥



[ 1-needle (with automatic thread trimmer) ]
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To order, please contact your nearest JUKI distributor.

Model name

Type

Max. sewing speed
Max. stitch length
Stitch length dial
Presser foot
Auto lifter 
Alternating vertical movement

DL device 
Needle thread tension

Hook 

Needle

Thread
Lubrication

Vertical axis
2 fold-capacity hook

One-touch type 
reverse feed switch Provide as standard

Hand switch
Safety mechanism
Machine head weight

Multi-functional 6-string switch
Provided as standard (reset with the push of a button)

9mm
2 pitch dial

Auto: 20mm, By hand: 10mm
Provide as standard

1~9mm

Provide as standard
Single/Double-tension

Provided as standard

Large dial

#30~#5, B46~B138, Mn=60/3~20/3
Automatic (Tank system)

1-needle
(with automatic thread
trimmer of V-Belt type)

2-needle
(with automatic thread
trimmer of V-Belt type)

Bottom-feed micro-adjustment 
mechanism

Alternating vertical movement 
adjusting method

3,000sti/min 3,000sti/min2,700sti/min

62kg 67kg
＊"sti/min" stands for "Stitches per Minute."

＊LU-2828 can be select only “ A ”

LU-2860-6

1-needle
(with automatic thread
trimmer of V-Belt type)

LU-2828-6LU-2810-6

Suspended ruler 
(asm.) H152 MAH-152010A0

Screw※ SM6061402TP ×2

Description Parts No.

JUKI ECO  PRODUCTS The LU-2800-6 Series is an eco-friendly product which complies with 
JUKI ECO PRODUCTS standards for protecting the environment.

SPECIFICATIONSATTACHMENTS
Suspended ruler H152

※The parts is contained in the accessories of a head. 

Presser foot with center guide
(LU-2860-6 : for europe gauge)

The RoHS Directive is an EU Directive limiting the use of 6 hazardous substances (lead, hexavalent chromium, mercury, cadmium, PBB and PBDE) in electrical and electronic equipment.
The Juki Green Procurement Guideline is the voluntarily established criteria to eliminate not only the aforementioned six substances, but also other ones which also adversely affect the environment.

For details of JUKI ECO PRODUCTS, refer to: http://www.juki.co.jp/eco_e/index.html

The sewing machine complies with the "Juki Group Green Procurement Guidelines" on the use of 
hazardous substances, which is stricter than other restrictions, such as those of the RoHS Directive.

※Above-mentioned JUKI ECO PRODUCTS is data of LU-2810-6 (with automatic thread timmer).

Needle Gauge

D
C

F
H
K

4.8mm
3.2mm

6.4mm
7.9mm
9.5mm

12.7mm L

Code

※ In case of “ S ” type 
in Gauge type, please 
choose from below.

6mm

Needle Gauge

B
4mm A

8mm C
10mm D
12mm E

Code

※ In case of “ A ” type 
in Gauge type, please 
choose from below.

WHEN YOU PLACE ORDERS
Please note when placing orders, that the model name should be written as follows:

Standard gauge
Gauge type

S
gauge for europe A

Code
Standard type

Head type
10

2.7 fold-capacity hook and 
shorter-thread remaining type 28

Code

with AK
(pedal-driven)

Automatic
foot lifter

B

Code

Provided

Alternating
vertical dial

S

Code

with AK (pedal-driven)
Automatic foot lifter

B
Code

Provided
Alternating vertical dial

S
Code

ProvidedNot provided
One-touch type reverse feedWiper

Wiper and one-touch type reverse feed

0B
Code

Standard gauge
Gauge type

S
gauge for europe A

Code

ProvidedNot provided
One-touch type reverse feedWiper

Wiper and one-touch type reverse feed

0B
Code

Slide plate with window
(LU-2810/60) (right or left) 40133312

Slide plate with window
(LU-2828) (right) 40155087

Description Parts No.

Slide plate with window

B : 6mm
C : 8mm
D : 10mm
E : 12mm

40038810
40038808
40038806
40038802

Needle Gauge Parts No.

※For standard gauge, please contact your nearest JUKI distributor. 

Machine head

[ 2-needle (with automatic thread trimmer) ]
Machine head

62kg

Vertical axis
2.7 fold-capacity hook

135×17 Nm160
(Nm125~Nm180)

134×35 Nm140
(Nm125~Nm180)

SEWING MACHINERY BUSINESS UNIT

MARCH, 2015 Printed in Japan(C)

2-11-1, TSURUMAKI, TAMA-SHI,
TOKYO 206-8551, JAPAN
PHONE : (81) 42-357-2254
FAX : (81) 42-357-2274
http://www.juki.com

Specifications and appearance are subject to change without prior notice for improvement.
Read the instruction manual before putting the machine into service to ensure safety.
This catalogue prints with environment-friendly soyink on recycle paper.

Registered Organization :
The Scope of the Registration : The activities of research, 
development, design, sales, distribution, and maintenance 
services of industrial sewing machines, household sewing 
machines and industrial robots, etc., including sales and 
maintenance services of data entry systems.

Head Office



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Japan Color 2001 Coated)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 72
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 72
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 10
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 150
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 0
      /MarksWeight 0.283460
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /JapaneseWithCircle
      /PreserveEditing false
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice


